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Colad Permanent Attachment Tape
100% acrylic, available in 9 mm x 9 m, 12 mm x 9 m. Per roll in a plastic bag. 

Attachment film made of the highest quality acrylic adhesive

Transparent double-face tape, for attaching strips, registration plates and 
accessories to cars. Clear, permanent bonding, double-sided film. Thin and 
highly durable. Quick and simple to apply. Resulting in an appearance equal to 
OEM standards. 

Benefits of Permanent Attachment Tape

Resistant to the influence of UV Light
Can be used on a wide variety of substrates (metal, glass, plastic, etc.) 
Offers an easy liner and easy to reposition acrylic adhesive, allowing for 
accurate attachment of flat items such as badges and emblems
This clear, permanent bonding, double-side film with a thin, highly durable 
polyester carrier, provides quick and simple application 

Packaging information

10 rolls per box

Technical information

•	 �Roll Size:: 9 mm x 9 m and 12 mm x 9 m (1/2” x 10 yards)

•	 �Elongation:: 50%

•	 �Tensile Strength:: 14 lbs per inch 

•	 �Adhesion to Steel:: 72 oz/inch 

•	 �Thickness:: 8 mils

•	 �Adhesive:: 100% acrylic, absolutely free of silicones. 

•	 �Packing:: individually wrapped in a sealed plastic pouch. 

•	 �Packing unit: : 10 rolls per case. 

900509 9 mm 8714247010976

900512 12 mm 8714247007273

Article number: �9005xx
Description: �Permanent Attachment Tape

Art no. Variant EAN
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Frequently Asked Questions

	> �Where can I use this product for?
�The permanent attachment tape is  for attaching strips, registration plates and accessories  

to cars. 

	> �is this tape silicone free?
�The permanent tape is 100% acrylic, absolutely free of silicones. 

Related products

9070xx 6365xxx 2060xxx 9090

Premium Masking Tape Premium Masking Film Masking Paper Premium Sensor Covers

Disclaimer 
It is the responsibility of the user to read, understand and apply the information contained in this data sheet. Products are for professional use only. 
Necessary protective equipment and clothing should be worn. Repairs should always be done in accordance with OEM guidelines and regulations. All 
information is for the user`s consideration, investigation and verification. The specific use, application and conditions of use are beyond the control of EMM 
International BV. It is the responsibility of the user to determine the suitability of the product for the user`s specific application.

EMM International BV Bohemenstraat 19, 8028SB Zwolle, The Netherlands +31(0)38 467 66 00   E sales@colad.com www.colad.com


